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NOTIFICATION
The following notification is being circulated in accordance with Article 10.6

	1.
	Notifying Member: MALAWI
If applicable, name of local government involved (Article 3.2 and 7.2): 

	2.
	Agency responsible: 
Malawi Bureau of Standards
Name and address (including telephone and fax numbers, email and website addresses, if available) of agency or authority designated to handle comments regarding the notification shall be indicated if different from above: 
Director General
Malawi Bureau of Standards
P.O Box 946
Blantyre
Malawi
Telephone:+265 887376444
Fax: +265 1 870 756
Email: info@mbsmw.org

	3.
	Notified under Article 2.9.2 [X], 2.10.1 [ ], 5.6.2 [ ], 5.7.1 [ ], 3.2 [ ], 7.2 [ ], other: 

	4.
	Products covered (HS or CCCN where applicable, otherwise national tariff heading. ICS numbers may be provided in addition, where applicable): - Plated or coated with aluminum: (HS code(s): 72106); Paints and varnishes (ICS code(s): 87.040)

	5.
	Title, number of pages and language(s) of the notified document: DMS 2104:2024 Aluminium paint, heat resistant – Specification
; (9 page(s), in English)

	6.
	Description of content: 
This Draft Malawi Standard prescribes the requirements, methods of sampling and test for the heat resistant aluminium paint. This material shall withstand solvents, normal weather exposure and temperature up to 600°C.

	7.
	Objective and rationale, including the nature of urgent problems where applicable: Consumer information, labelling; Prevention of deceptive practices and consumer protection; Quality requirements; Reducing trade barriers and facilitating trade

	8.
	Relevant documents: 
1. MS 283, Paints and varnishes – Determination of total lead – Flame atomic absorption spectrometric method
2. MS 286, Paints and varnishes – Vocabulary
3. MS 722, Labelling, presentation and advertising of prepacked goods for ultimate consumer
4. MS 891, Paints and varnishes – Visual comparison of the colour of paints
5. MS 1009, Paints, varnishes and printing inks – Determination of fineness of grind
6. MS 1016-3, Paints and varnishes – Drying tests –Part 3: Surface-drying test using ballotini
7. MS 1018, Paints and varnishes – Determination of flow time by use of flow cups
8. MS 1021, Paints and varnishes – Bend test (Cyndrical mandrel)
9. MS 1025-1, Paints and varnishes – Determination of scratch resistance: Constant-loading method;
10. MS 1042, Paints, varnishes and raw materials for paints and varnishes – Sampling
11. MS 2191-1, Paints and varnishes – Determination of volatile organic compounds (VOC) and/or semi volatile organic compounds (SVOC) content – Part 1: Gravimetric method for VOC determination
12. MS 2191-2, Paints and varnishes – Determination of volatile organic compounds (VOC) and/or semi volatile organic compounds (SVOC) content – Part 2: Gas-chromatographic method
13. ISO 2811-1, Paints and varnishes – Determination of density – Part 1: Pycnometer method
14. ISO 3233-2, Paints and varnishes — Determination of the percentage volume of non-volatile matter – Part 2: Method using the determination of non-volatile-matter content in accordance with ISO 3251 and determination of dry film density on coated test panels by the Archimedes' principle
15. ISO 3679, Determination of flash point – Method for flash no-flash and flash point by small scale closed cup tester
16. ISO 3856-4, Paints and varnishes – Determination of "soluble" metal content – Part 4: Determination of cadmium content – Flame atomic absorption spectrometric method and polarographic method
17. ISO 3856-5, Paints and varnishes – Determination of "soluble" metal content – Part 5: Determination of hexavalent chromium content of the pigment portion of the liquid paint or the paint in powder form – Diphenylcarbazide spectrophotometric method
18. ISO 6270-2, Paints and varnishes – Determination of resistance to humidity – Part 2: Condensation (in-cabinet exposure with heated water reservoir)
19. ASTM D1200, Standard Test Method for Viscosity by Ford Viscosity Cup

	9.
	Proposed date of adoption: To be determined
Proposed date of entry into force: To be determined

	10.
	Final date for comments: 60 days from notification

	11.
	Texts available from: National enquiry point [X] or address, telephone and fax numbers and email and website addresses, if available, of other body: 
Director General
Malawi Bureau of Standards
P.O Box 946
Blantyre
Malawi
Telephone:+265 887376444
Fax: +265 1 870 756
Email: info@mbsmw.org
https://members.wto.org/crnattachments/2025/TBT/MWI/25_03833_00_e.pdf
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