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NOTIFICATION
The following notification is being circulated in accordance with Article 10.6

	1.
	Notifying Member: BURUNDI, KENYA, RWANDA, TANZANIA, UGANDA
If applicable, name of local government involved (Articles 3.2 and 7.2): 

	2.
	Agency responsible: 
Kenya Bureau of Standards

	3.
	Notified under Article 2.9.2 [X], 2.10.1 [ ], 5.6.2 [ ], 5.7.1 [ ], 3.2 [ ], 7.2 [ ], Other: 

	4.
	Products covered (HS codes or national tariff lines. ICS numbers may be provided in addition, where applicable): Paints and varnishes (ICS code(s): 87.040)

	5.
	Details of notified document(s) (title, number of pages and languages, means of access): DEAS 1330:2026 Single pack metal primer – Specification; (12 page(s), in English)
Link to notified document(s) and/or contact details for agency or authority which can provide copies upon request: 
https://members.wto.org/crnattachments/2026/TBT/KEN/26_02100_00_e.pdf
Kenya Bureau of Standards
P.O. Box: 54974-00200, Nairobi, Kenya
Telephone: + (254) 020 605490, 605506/6948258
Fax: + (254) 020 609660/609665
E-mail: info@kebs.org; Website: http://www.kebs.org

	6.
	Description of content: This Draft East African Standard specifies requirements, sampling and test methods for single pack metal primers intended for application on ferrous and non-ferrous metal surfaces to provide a protective and corrosion-resistant base coat that promotes adhesion of subsequent paint layers.
This standard is applicable to primers used in industrial, structural, and general maintenance applications.
The standard is not applicable to two-pack metal primers.

	7.
	Objective and rationale, including the nature of urgent problems where applicable: Consumer information, labelling; Prevention of deceptive practices and consumer protection; Quality requirements; Harmonization; Reducing trade barriers and facilitating trade; Cost saving and productivity enhancement

	8.
	Relevant documents: 
ASTM F735-17, Standard test method for abrasion resistance of transparent plastics and coatings using the oscillating sand method
ISO 1514, Paints and varnishes — Standard panels for testing
ISO 1523, Determination of flash point — Closed cup equilibrium method
ISO 1524, Paints, varnishes and printing ink — Determination of fineness of grind
ISO 2808, Paints and varnishes — Determination of film thickness
ISO 2811-1, Paints and varnishes — Determination of density — Part 1: Pycnometer method
ISO 2812-1, Paints and varnishes — Determination of resistance to liquids — Part 1: Immersion in liquids other than water
ISO 2813, Paints and varnishes — Determination of specular gloss of non-metallic paint films at 20°, 60° and 85°
ISO 2884-2, Paints and varnishes — Determination of viscosity using rotary viscometers — Part 2: Disc or ball viscometer operated at a specified speed
ISO 3251, Paints varnishes and plastics — Determination of non- volatile matter content
ISO 3856-6, Paints and varnishes — Determination of "soluble" metal content — Part 6: Determination of total chromium content of the liquid portion of the paint — Flame atomic absorption spectrometric method
ISO 4618, Paints and varnishes — Terms and definitions
ISO 6503, Paints and varnishes ― Determination of total lead — Flame atomic absorption spectrometric method
ISO 6504-3, Paints and varnishes — Determination of hiding power — Part 3: Determination of contrast ratio of light coloured paints at a fixed spreading rate
ISO 9117-1, Paints and varnishes — Drying tests — Part 1: Determination of through-dry state and through- dry time
ISO 9117-3, Paints and varnishes — Drying tests — Part 3: Surface-drying test using ballotini
ISO 11890-1, Paints and varnishes — Determination of volatile organic compound (VOC) content —Part 1: Difference method
ISO 15528, Paints, varnishes and raw materials for paints and varnishes — Sampling
ISO 17132, Paints and varnishes — T-bend test

	9.
	Proposed date of adoption: September 2026
Proposed date of entry into force: To be determined

	10.
	Provision of comments
Final date for comments: 15 June 2026
[X] 60 days from notification 
Contact details of agency or authority designated to handle comments regarding the notification: 
Kenya Bureau of Standards
WTO/TBT National Enquiry Point
P.O. Box: 54974-00200, Nairobi, Kenya
Telephone: + (254) 020 605490, 605506/6948258
Fax: + (254) 020 609660/609665
E-mail: info@kebs.org; Website: http://www.kebs.org
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